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d-Color MF450 and d-Color MF550 are distributed by Olivetti S.p.A.
(07/07) - Code: 26193-00

GENERAL SPECIFICATIONS

HDD 60 GB (Standard)

System Memory 1.024MB

Type desktop/console Full-Colour console

Technology Tandem type Indirect electrophotographic

Interfaces
10-Base-T/100-Base-T/1000-Base-T Ethernet,
USB 2.0

Paper input capacity Up to 100 sheets

Paper size
A6- A3 ledger,
customised format

Dimensions (WxDxH) 650 x 777 x 1,150 mm

Weight Approx. 190 kg

CPU Controller Power PCMC7448@867MHz
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Paper weight 64-300 g/m2

Greyscale 256 levels

Power consumption Less than 2000 W (system)

Paper Capacity Std: 3,650 sheets
Max.: 6,650 sheets

First Copy Time
Colour: 6,5 seconds (A4)
MF450: 4,8 seconds in B/W (A4)
MF550: 4,3 seconds in B/W (A4)

System speed

MF450: 45 ppm B/W and 45 ppm in colour (A4)
23 ppm B/W and 23 ppm in colour (A3)
MF550: 55 ppm B/W and 45 ppm in colour (A4)
28 ppm B/W and 23 ppm in colour (A3)

Lifletime consumables

Toner: up to 45,000 pages BLACK,
up to 27,000 pages CMY

Imaging unit: up to 300,000 pages BLACK,
up to 100,000 pages CMY

Resolution 600 x 600 dpi

Multiple Copy 1-999 sheets

Zoom 25-400% (0,1 % step)

Copy features

Chapter and cover mode, proof copy,
adjustmnet test print, glossy mode, colour
adjustment digital art, job recall, job setting
memory, poster mode, overlay, stamping

Warm-up Time Approximately 85 seconds
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Risoluzione di stampa 1,800 x 600 dpi

Languages PCL 6c (PCL 5c + XL3.0), PostScript 3 Windows 2000/XP/XP64/Vista 32/64
(under development); Machintosh 9.x/10.x,
Server 2000/2003/2003 x64, Unix, Linux,
Citrix

Operating Systems
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PCL, PS, TIFF, and PDF direct print, mixmedia
and mixplex, protection copy

Print functions

Speed Up to 70 opm in colour and B/W

Resolution 600 x 600 dpi

File format JPEG, TIFF, PDF, Compact PDF, encrypted PDF

Scan to FTP, Scan to SMB, Scan to e-mail,
Scan to Box, TWAINScan modesType Colour scanner
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2,100 (single + group) LDPA supportDestinations

Functions Annotation (text/time/date) for PDF
Up to 400 job programmes

Transmission speed Up to 33,6 Kbps

Resolution Max 600 x 600 dpi (ultrafine)

Functions
Polling, delayed transmission, PC-fax, receipt
to confidential box, receipt to mail, FTP, SMB

128 MBBack-up memory

2,100 (single + group)Destinations

MH, MR, MMH, JBIGCompression methods

Compatibility Super G3
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Finishing (option) Offset, collate, stapler, hole punch,
centre fold, letter fold, booklet

Warm-up time Approx. 30 seconds

Power requirements 220-240V 10A 50/60Hz

By-pass Up to 150 sheets (up to 300 g/m2)

Automatic Duplexing A5 - A3+; 64 - 256 g/m2

Protocols Analogue, I-Fax, IP-Fax, SIP-Fax

Olivetti UK Limited
500 Avebury  Boulevard
Milton Keynes
Buckinghamshire
MK9 2BE
www.olivetti.co.uk  

Finishing units 
(only for d-Color MF450)

DF-611
Document FeederSD-505

Saddle Kit
d-Color MF450

MT-502
Mailbin Unit
d-Color MF450

FS-519
Embedded Finisher
d-Color MF450

OT-602
Additional Bin
d-Color MF450

PK-510
Punch Kit
d-Color MF450

FS-608
Booklet Finisher
d-Color MF450
d-Color MF550

OT-503
Output Tray
d-Color MF450-MF550

ZU-603
Z-Fold
d-Color MF450
d-Color MF550

PK-512
Punch Kit 
d-Color MF450
d-Color MF550

FS-517
Staple Finisher
d-Color MF450
d-Color MF550

PI-503
Post Inserter
d-Color MF450
d-Color MF550

FS-518
Staple Finisher
d-Color MF550

LU-301
Large Capacity Tray
d-Color MF450-MF550

PK-512
Punch Kit 
d-Color MF550

PI-503
Post Fuser Cover Inserter
d-Color MF550

Finishing units 
(only for d-Color MF550)

Common options

JS-504
Job Separator
d-Color MF450-MF550

IC-409
Fiery Controller
d-Color MF450-MF550

VI-504
Kit Interface
d-Color MF450-MF550

options cannot be combined

ZU-603
Z-Fold
d-Color MF550

OPTIONS

A MODULAR SYSTEM
THAT CAN BE
EXPANDED AS USER
NEEDS CHANGE

MODULAR NETWORKCOLOUR SPEEDMULTIFUNCTION

MULTIFUNCTIONAL COLOUR DIGITAL SYSTEMS

Type desktop/console

Technology

CPU Controller

System Memory

HDD

Interfaces

First Copy Time

System speed

Paper input capacity

By-pass

Paper size

Resolution

Warm-up Time 

Multiple Copy

Zoom

Resolution

Languages

Print functions

Type

Speed

Resolution

File format

Compatibility

Protocols

Resolution

Compression methods

Full-Colour console

Tandem type indirect electrophotographic

Power PC MC7448@867MHz

1,024MB

60 GB (Standard)

10-Base-T/100-Base-T/1000-Base-T Ethernet,
USB 2.0

Colour: 6.5 seconds (A4)
d-Color MF450: 4.8 seconds in Black & White (A4)
d-Color MF550: 4.3 seconds in Black & White (A4)

d-Color MF450: 45 ppm Black & White and 45 ppm in Colour (A4)
23 ppm Black & White and 23 ppm in Colour (A3)
d-Color MF550: 55 ppm Black & White and 45 ppm in Colour (A4)
28 ppm Black & White and 23 ppm in Colour (A3)

Up to 100 sheets

Up to 150 sheets (up to 300g/m2)

A6- A3 ledger, customised format

600 x 600 dpi

Approximately 85 seconds

1-999 sheets

25-400% (0.1% step)

1,800 x 600dpi

PCL 6c (PCL 5c + XL3.0) postscript 3

PCL, PS, TIFF, and PDF direct print, mixmedia
and mixplex, copy protection

Colour Scanner

Up to 70 opm in Colour and Black and White

600 x 600 dpi

JPEG, TIFF, PDF, Compact PDF, encrypted PDF

Super G3

Analogue, I-Fax, IP Fax, SIP Fax

Max 600 x 600 dpi (ultrafine)

MH, MR, MMH, JBIGFA
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Paper weight 

Greyscale

Warm-up time from stand-by

Power requirements

Power consumption

Paper Capacity

Automatic Duplexing

Dimensions (WxDxH)

Weight

Finishing (option)

Consumables lifetime

Copy features

Operating Systems

Scan modes

Destinations

Functions

Transmission speed

Document memory

Destinatuions

Functions

64-300 g/m2

256 levels

Approx. 12 seconds

220-240V 10A 50/60Hz

Less than 2000 W (system)

Std: 3,650 sheets
Max.: 6,650 sheets

A5 - A3+; 64 - 256 g/m2

650 x 777 x 1,150 mm

Approx. 190 kg

Offset, collate, stapler, hole punch, centre fold,
letter fold, booklet, cover insertion, z-fold

Toner: up to 45,000 pages BLACK,
up to 27,000 pages CMY

Imaging unit: up to 300,000 pages BLACK,
up to 100,000 pages CMY

Chapter and cover mode, proof copy,
adjustment test print, glossy mode, colour
adjustment digital art, job recall, job setting
memory, poster mode, overlay, stamping

Windows 2000/XP/XP64/Vista 32/64
(under development); Macintosh 9.x/10.x,
Server 2000/2003/2003 x64, Unix, Linux,
Citrix

Scan to FTP, Scan to SMB, Scan to E-mail,
Scan to Box, TWAIN

2,100 (single + group) LDPA support

Annotation (text/time/date) for PDF
Up to 400 job programmes

Up to 33,6 Kbps

1 GB shared

2,100 (single + group)

Polling, delayed transmission, PC-fax, receipt
to confidential box, receipt to mail, FTP, SMB
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Type desktop/console Full-Colour console

Technology Tandem type Indirect electrophotographic

Interfaces
10-Base-T/100-Base-T/1000-Base-T Ethernet,
USB 2.0

Paper input capacity Up to 100 sheets

Paper size
A6- A3 ledger,
customised format

Dimensions (WxDxH) 650 x 777 x 1,150 mm

Weight Approx. 190 kg
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Paper weight 64-300 g/m2

Greyscale 256 levels

Power consumption Less than 2000 W (system)

Paper Capacity Std: 3,650 sheets
Max.: 6,650 sheets

First Copy Time
Colour: 6,5 seconds (A4)
MF450: 4,8 seconds in B/W (A4)
MF550: 4,3 seconds in B/W (A4)

System speed

MF450: 45 ppm B/W and 45 ppm in colour (A4)
23 ppm B/W and 23 ppm in colour (A3)
MF550: 55 ppm B/W and 45 ppm in colour (A4)
28 ppm B/W and 23 ppm in colour (A3)

Lifletime consumables

Toner: up to 45,000 pages BLACK,
up to 27,000 pages CMY

Imaging unit: up to 300,000 pages BLACK,
up to 100,000 pages CMY

Resolution 600 x 600 dpi

Multiple Copy 1-999 sheets

Zoom 25-400% (0,1 % step)

Copy features

Chapter and cover mode, proof copy,
adjustmnet test print, glossy mode, colour
adjustment digital art, job recall, job setting
memory, poster mode, overlay, stamping

Warm-up Time Approximately 85 seconds
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Risoluzione di stampa 1,800 x 600 dpi

Languages PCL 6c (PCL 5c + XL3.0), PostScript 3 Windows 2000/XP/XP64/Vista 32/64
(under development); Machintosh 9.x/10.x,
Server 2000/2003/2003 x64, Unix, Linux,
Citrix

Operating Systems
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PCL, PS, TIFF, and PDF direct print, mixmedia
and mixplex, protection copy

Print functions

Speed Up to 70 opm in colour and B/W

Resolution 600 x 600 dpi

File format JPEG, TIFF, PDF, Compact PDF, encrypted PDF

Scan to FTP, Scan to SMB, Scan to e-mail,
Scan to Box, TWAINScan modesType Colour scanner
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2,100 (single + group) LDPA supportDestinations

Functions Annotation (text/time/date) for PDF
Up to 400 job programmes

Transmission speed Up to 33,6 Kbps

Resolution Max 600 x 600 dpi (ultrafine)

Functions
Polling, delayed transmission, PC-fax, receipt
to confidential box, receipt to mail, FTP, SMB

128 MBBack-up memory

2,100 (single + group)Destinations

MH, MR, MMH, JBIGCompression methods

Compatibility Super G3
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Finishing (option) Offset, collate, stapler, hole punch,
centre fold, letter fold, booklet

Warm-up time Approx. 30 seconds

Power requirements 220-240V 10A 50/60Hz

By-pass Up to 150 sheets (up to 300 g/m2)

Automatic Duplexing A5 - A3+; 64 - 256 g/m2

Protocols Analogue, I-Fax, IP-Fax, SIP-Fax

Olivetti UK Limited
500 Avebury  Boulevard
Milton Keynes
Buckinghamshire
MK9 2BE
www.olivetti.co.uk  

Finishing units 
(only for d-Color MF450)

DF-611
Document FeederSD-505

Saddle Kit
d-Color MF450

MT-502
Mailbin Unit
d-Color MF450

FS-519
Embedded Finisher
d-Color MF450

OT-602
Additional Bin
d-Color MF450

PK-510
Punch Kit
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FS-608
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Output Tray
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Z-Fold
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d-Color MF550

PK-512
Punch Kit 
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d-Color MF550
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Staple Finisher
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d-Color MF550
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Post Inserter
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Staple Finisher
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Large Capacity Tray
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Post Fuser Cover Inserter
d-Color MF550

Finishing units 
(only for d-Color MF550)

Common options
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Job Separator
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IC-409
Fiery Controller
d-Color MF450-MF550
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Kit Interface
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By-pass
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Warm-up Time 

Multiple Copy
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Full-Colour console

Tandem type indirect electrophotographic
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1,024MB

60 GB (Standard)

10-Base-T/100-Base-T/1000-Base-T Ethernet,
USB 2.0

Colour: 6.5 seconds (A4)
d-Color MF450: 4.8 seconds in Black & White (A4)
d-Color MF550: 4.3 seconds in Black & White (A4)

d-Color MF450: 45 ppm Black & White and 45 ppm in Colour (A4)
23 ppm Black & White and 23 ppm in Colour (A3)
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28 ppm Black & White and 23 ppm in Colour (A3)

Up to 100 sheets

Up to 150 sheets (up to 300g/m2)

A6- A3 ledger, customised format

600 x 600 dpi

Approximately 85 seconds
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25-400% (0.1% step)

1,800 x 600dpi

PCL 6c (PCL 5c + XL3.0) postscript 3

PCL, PS, TIFF, and PDF direct print, mixmedia
and mixplex, copy protection

Colour Scanner

Up to 70 opm in Colour and Black and White

600 x 600 dpi

JPEG, TIFF, PDF, Compact PDF, encrypted PDF

Super G3

Analogue, I-Fax, IP Fax, SIP Fax

Max 600 x 600 dpi (ultrafine)
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Paper weight 

Greyscale

Warm-up time from stand-by

Power requirements

Power consumption

Paper Capacity

Automatic Duplexing

Dimensions (WxDxH)

Weight

Finishing (option)

Consumables lifetime

Copy features

Operating Systems

Scan modes

Destinations

Functions

Transmission speed

Document memory

Destinatuions

Functions

64-300 g/m2

256 levels

Approx. 12 seconds

220-240V 10A 50/60Hz

Less than 2000 W (system)

Std: 3,650 sheets
Max.: 6,650 sheets

A5 - A3+; 64 - 256 g/m2

650 x 777 x 1,150 mm

Approx. 190 kg

Offset, collate, stapler, hole punch, centre fold,
letter fold, booklet, cover insertion, z-fold

Toner: up to 45,000 pages BLACK,
up to 27,000 pages CMY

Imaging unit: up to 300,000 pages BLACK,
up to 100,000 pages CMY

Chapter and cover mode, proof copy,
adjustment test print, glossy mode, colour
adjustment digital art, job recall, job setting
memory, poster mode, overlay, stamping

Windows 2000/XP/XP64/Vista 32/64
(under development); Macintosh 9.x/10.x,
Server 2000/2003/2003 x64, Unix, Linux,
Citrix

Scan to FTP, Scan to SMB, Scan to E-mail,
Scan to Box, TWAIN

2,100 (single + group) LDPA support

Annotation (text/time/date) for PDF
Up to 400 job programmes

Up to 33,6 Kbps

1 GB shared

2,100 (single + group)

Polling, delayed transmission, PC-fax, receipt
to confidential box, receipt to mail, FTP, SMB
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